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IMPORTANT:
ENSURE QUAD RING
6 /IS NOT TWISTED

Y ! Seals: O-Ring [8.0MM ID x |.0MM CS1 Metric, N-T70, Static

Base Stud: Float, 0.305-48 Thread

IMPORTANT:
ORIENT GAP IN PIN TOWARDS

o TOPOUT SPACER +15° SECTION A-A Seals: O-Ring [6.0mm ID x I|.5mm CS] Metric, N'70, Static

TORQUE :
50+5
IN-LBF

GREASE :
THIN LAYER
OF SLICK HONEY

Pin: Spring [0 0.188 X 0.875 TLG] Spring Steel, Zin¢ Neg Plate Subassembly, 2026 36SL FLOAT Glidecore, All Travel,

1.312" Bore, Dual Bushing

TOPOUT BUMPER

Q

IMPORTANT:
PRESS PIN
UNTIL CENTERED

TOPOUT SPACER

S ) LOCTITE:
| ) 1-2 oRops

RED 263

?REASE: -
HIN LAY
OF SLICK HONEY

AIR SHAFT

LOWER PISTON

(BUMPER O-RING)

SEAL CARRIER

COMPLITANCE O-RING

BUMPER O-RING

QUAD RING
UPPER PISTON
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