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THIS DOCUMENT CONTAINS CONFIDENTIAL, PROPRIETARY
INFORMATION THAT 1S FOX PROPERTY. DO NOT DISCLOSE TO
OR DUPLICATE FOR OTHERS EXCEPT AS AUTHORIZED BY FOX.
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SECTION A-A
SCALE 4:1

IMPORTANT:
ORIENTATION
CRITICAL

REBOUND VALVING ASSY

805-02-322-KIT
Piston Assy: 2026 FLOAT X2 & DHX2, Main, VVC, SS

COMPRESSION VALVING ASSY

Spacer: Topout Plate [.377 ID x .900 OD x .075 THK] Steel, 2026 DHX?2

GENERAL NOTES:
. MATERIAL SEQUENCE NUMBERS FROM TOP LEVEL 900%.

VALVING ASSEMBLIES SHOWN FOR REFERENCE ONLY AND REPORT TO 900%.

OPTIONAL BLEED SHIM. REFER TO 900% FOR PN AND QTY.

VVC ADJUSTMENT NOTES:
OBTAIN QTY 2 .0031" THICK VALVES (EXAMPLE 044-03-080).

PLACE | VALVE ON EITHER SIDE BETWEEN VVC PLATE AND @.900 VALVE
AND ALIGNED WITH HOLES FROM STEP 5.

7. ADJUST HSR ADJUSTER SHAFT SO THE VVC ADJUSTER NUT TURNS FREELY AND
AND THERE IS NO PRELOAD ON THE LEAF VALVES.

ADJUST THE HSR KNOB CLOCKWISE 1 CLICK AT A TIME UNTIL THE LEAF SPRINGS ARE ALIGNED
TO THE HOLES IN STEP 5 WHEN TORQUED TO THE SPECIFICATION ON THE LEAF VALVE STACK
ASSY DWG. EACH VVC LEAF VALVING ASSEMBLY HAS ITS OWN TORQUE SPECIFICATION.

TORQUE M3 FASTENER IN HSR ADJUST CLAMP.

. REMOVE .0031" SHIMS.

. THIS ADJUSTMENT METHOD SHOULD PROVIDE MINIMAL PRELOAD ON THE LEAF VALVES
AND MINIMAL FREE PLAY IN THE VVC PLATE.

i
LOCATE HOLES ON VVC PLATE IN MIDDLE OF VVC RANGE.

— Fastener, Standard (Metric¢): Screw, M3 X 8, Pan Head, Torx, Zinc

TORQUE :
15+2
IN-LBF

IMPORTANT:
ORITENTATION

CRITICAL IMPORTANT:

HSR ADJUST CLAMP MUST SPIN FREELY ON
HSR ADJUSTER SHAFT PRIOR TO ASSEMBLY

IMPORTANT:
ORIENTATION
CRITICAL

TORQUE :
15+2
IN-LBF

Damp Adj Part: HSR Adjust Clamp, VVC, 2026 DHX2 & FLOAT X2

805-05-731-KIT
Valve Stack Assy: 2026 X2, HSR, Medium, Leaf

Damp Adj Part: Plate, HSR, VVC, 2026 DHX2 & FLOAT X2, G2, .900 Clamp Shim

Damp Adj Part: HSR Adjuster Nut, VVC, 2026 DHX2 & FLOAT X2

Spring, Washer, [0.530 OD X 0.295 ID X 0.006 THK X 0.035 Free Ht]l 2026 DHX2 & FL

Valve: [0.530 OD X 0.292 ID X 0.0045 TH]

BLEED SHIM[3]

Bolt, Main Piston, VVC, 2026 DHX2 & FLOAT X2

Damp Adj Part: HSR Adjuster Shaft, VVC, 2026 DHX2 & FLOAT X2
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